


FORM  P4/4   TYPE TEST REPORT for aggregates under the scope of I.S. EN 13139                                                               (Procedure P4)	        
	Product Type
(unique identification code)
	
7 CON 0/4 MN
	Quarry/pit
 in which the Product Type 
is manufactured
	
Moone Pit

	Type Test Report number 
& date of issue
	MN 7/2
1/3/22
	Quarry/pit
from which the raw material is sourced
	
Moone Pit

	Manufacturer’s name
	N&C Enterprises Ltd.
	Type of raw material
	Limestone derived 
sand & gravel



FPC properties (i.e. I.S. EN 13139 + S.R. 18 properties)      = mandated properties
	Property
	Test
method
(I.S. EN)
	
	Declared
value or category

	Size                                (d/D)
	933-1
	
	0/4

	Grading                       
	933-1
	
	I.S. EN 13139
0/4, MP

	Fines cont.                         (f)
	933-1
	
	Category 1
(≤ 3%)

	
Fines quality 
of fine agg.                                  

if f > 3%     
              
	FP 10
	X
	

	
	& if req.
by CP
933-9 (MB)
	

	

	Shape 
of coarse agg.                  (FI)            
	
933-3
	
	

	Shell cont. 
of coarse agg.                (SC)
	
933-7
	
	

	Particle density
(app,od,ssd)
	
1097-6
	
	Approx.
2.57,2.50,2.53 Mg/m3

	Water absorption       (WA24)
	1097-6
	
	WA242

	Petro. description
- general suitability 
for use in mortar
	932-3 
	  

X  
	

xx

	
	& FP 9
	
	

	Acid sol. sulfate cont.   (AS)        
	1744-1
	
	AS0.2 (SO4)

	
Total sulfur cont
	1744-1 (S)
	
	S1
(actual < 0.1%)

	
	& FP 11
	X  
	xx

	Water-sol. chloride ion cont.
	1744-1
	
	< 0.01%


	Property
	Test
method
(I.S. EN)
	
	Declared
value or 
category

	
Presence of constituents  (organic subs.) which alter rate of set/hard of mortar
	 FP 12
	X
	xx

	
	& if req.
by CP
1744-1 (humus/fulvo) 
	


	

	Effect of organic subs. on rate of set/hard of mortar

if req. by CP after FP 12

	

1744-1

	


	

	Water-sol. matter 
of manufactured agg.
	
1744-1
	
	

	Loss on ignition 
of manufactured agg.
	
1744-1
	X
	

	Dangerous substances
	
	
	

	

Res. to freeze/thaw          
of coarse agg.                
	coarse agg.
1367-2 (MS)
	
	MS25

	
	fine agg.
1367-2 (MS)
	
	xx

	
	& FP 13
	X
	xx

	
Alkali-silica reactivity  (ASR)
	IEI/ICS Rep

	

	
Non-reactive

	
	& FP 14
	
	

	
	
	
	

	
	
	
	


			                                                                                                                                                                                                                  
CP = Competent Person (Professional Geologist)  			                					                                               FP 9, 10, 11, 12, 13, 14 = Tasks to be carried out by the CP as required by S.R. 18 (see Supplementary Technical Data Document No. 1)

End-uses for which this Product Type is suitable
	For making mortar
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